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This Reference Guide provides information regarding the 


l | | Reference Note 
new program "Offboard Diagnostic Information System." 
This Reference Guide is not a Repair Manual. I 
This is Reference Guide is not meant to replace the ODIS | 
manual. DI 


This information will not be updated. 
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Introduction 


The Offboard Diagnostic Information System (ODIS Service) is the software that will be replacing the 
VAS-PC diagnostic software in the near future. It is an extension of the VAS-PC software thatadds many 
features to help with vehicle diagnosis and repair. ODIS does not replace Guided Fault Finding (GFF). 
Guided Fault Finding is an integrakcomponent of ODIS. 


ODIS can be used on VAS 5051 bs VAS 5052A and VAS 6150 diagnostic tools, as long as they are correctly 
updated. It cannot be used on the VAS 5051A or VAS 5052. 
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Introduction 


This reference guide contains a series of Job Aids that are designed to help you quickly move through 
the ODIS interface. 


As with any computer program, practicing is the best way to learn. Use these Job Aids if you have 
questions. 


The ODIS interface has its own User Guide. The Job Aids in this booklet are not intended to replace 
it. These Job Aids are designed to help technicians get started quickly. If you want more detailed 
information, consult the User Guide in the ODIS interface. 


This ReferencecGuide only covers the ODIS software version shown inside the cover, which 
is also shown on the bottom of each page. As with any software program, there will be 
updates and changes. If you are using a version of ODIS software that is different than 
the version shown in this Reference Guide, the Scan Tool may show different screens or 
information. 





OM Can 3150 be performed Using ihe 


Address, Fault and Name Columns heade 
Software Version above the control module list, 


Number 


Software Vershon 105 





Version 100 5 


Bottom of Page 


The electronic version of this Reference Guide will be updated periodically, it will not be 
reprinted. Always check the Certification Resource Center for the latest Reference Guide 
version 





There are many buttons that can be selected when using ODIS. Button pushes will be 
represented in the Reference Guide text surrounded by angle brackets, ex. <Button>. 





Starting ODIS 


The ODIS application is launched from the Scan 
Tool Desktop using the <DiagStarter> icon. 
Double-click the icon, then select Offboard 
Diagnostic Information System. 


VAS-PC and ODIS Selection Window 


Release Notes 


This screen appears upon launch. It lists the 
vehicles supported,.changes and restrictions to 
ODIS since the last update. Each of the changes 
isa hyper-link that takes you to the information. 
To continue, select the <OK> button on the lower 
right of the window. © 

% 
If the check box at the bottom of the window 
remains checked, this window appears at startup 


of the program. % 


C 
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DiagStarter,,,, 
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DiagStarter ¥ 1.2.3 






Offboard Diagnostic Information System 


Release Notes E x| 









Release notes 





Offboard Diagnostic Information System Service 


Release 1.0.4 


Supported AUDI-Models 
Supported Volkswagen-Models 

Supported Volkswagen Nutzfahrzeuge-Models 
Supported Seat-Models 

Supported Skoda-Models 

Supported Bentley-Models 

New Functions 

Resolved Svstem-Defects 

Resolved GFF-Defects 

Vehicle Restrictions 

GFF Restrictions | 


M Do you want to show this window again the next time the program is started? 





R 
NN NO N 


| ov yoo? 


Starting ODIS 


Warnings/Notes 


The Warnings/Notes screen requires you to take specific action. Read all warnings and notes. After 
scrolling to the bottom of this list, the <OK> button turns from gray to black. Selecting the <OK> button 
at this point allows you to proceed. 
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fa Volkswagen AG al å 
| folkswagen Phaeton with tvo-battary design: 
Any transmission. distnbution or reproduction for arıy purpose offer than the one intended andior usage that not compatible with Sequence when disconnecting the batteries 
ithe intended purpose is prohibited. © 
FES s = , ; i or å ee: Caution! 
Exception. reproductionsiprint-auts for use within the business are perretted without written consent from Volkswagen AG, a5 If the sequence is not followed, the pyrotechnic battery cubseff unit may be tnggered and the vehicle electrical equipment could 
ong as they are used exclusively for purposes within the business. Within the business here means usage within the same ba damaged 
business with the identical business number. 
Er en | | | 1. Disconnect the battery in the right side of the luggage compartment first. 
Exception: print-outs of mamtenanos tables for labor times and measurement protocols may be given to customers. Z Then disconnect the battery in the lait side 0f tha luggags compartment. 
ranemigsion of excerpts of technical knowledge and general technical information to recognized NORA customers lactording 
o VW AG NORA guidelines) is permitted, | | ; ; 
e exceptions ars a follows: torage, Transport and Disposal of Pyrotechnic 
1. Informatonidata from RESERVE regarding repair history omponents such as Airbag, Belt Tensioner and Battery 
ut-Off Units 


INTO TION about recall campagna 


E Content from HST (Technical Service Handbook] 
Components must be stored in accordance with applicabile legal regulations 


4 Intarmatienidata regarding repairs to alacironio componente | 
Components must be transported in accordance with federal and international reguiatians that control the packaging. 
Warranty repara must be performed using WW original parts only. For other repairs, the replacement parts automatically selected denticahon, abaling and accompanyng documentation in detal 
by Agos Pro aro recommended. Also follow the requiahons from articles Gard 6 of tire serece agreement. 
Dispose of unignited pyrotechnio components comecth in ther ongnal packaging in accordance sith legal requiatons, Please 
contact your importer if you hare any questione. 


Only completely ignited pyrotechnic components may be disposed of in the trash. 


tad and follow the WARNING, caution and note teat before performing maintenance or repair work. 
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Grayed-Out Button Active Button 


‚Volkswa 
agen AG ZAG does 
ON “ot 9 
‚ed “ay. 


5 Q 
SE You have arrived at the ODIS máin screen. 


> Q 
c o 
Co 


Welcome to Diagnosis Gran | 
Hingis CLS 


Once the vehicle has connected and diagnosis has started, vehicle identification and evaluation of the OTC memory | Simo | 


wil take place. Then the "Guided Fauli Finding" and “Guided Functions” wil be avadable for vehicle diagnosis. If you 
mir: 


rating modes. * 
would like to work without a warranty order you also have the option to use 060D. 


on Connection to the vehicle established 


“ibp Ignition switched on 
bk Start diagnosis 
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The ODIS Window 


No Network 
Connection Detected 





No Vehicle Detected (Using Data Link Connector) agen AC ‚Volkswagen Na o Detected in Vehicle 
| O 
Y 
N 
O 
% 
% 
Co 
O 
7 
on ea 
Welcome to Diagnosis 5 
Goal: full scope of diagnostic functionality ae i G 
Once the vetucie has connected and diagnosis has started. vetucie identification and evabuation of the DTC memory Side Menu Area >. 
will take piace. Then the “Guided Fautt Finding” and "Guided Functions” will be available for vehicle diagnosis. If you 5 
would like to work without a warranty order you also have the option to use OBD A 
5 
Q 
> 
O 
T 
OD 
Ə 
å Connection status to the vehicle not recognized a 
È ‘anition status not recognized Q 
D Start diagnosis & 
È 
O 
Q 
5 ODIS-11 5 
E = 
% > 
7 I 
3C llapses/Expands only the i I bat 
¿fe Menu Area Co A s both t e 
O Information Area and the Side 
95 Menu Area,” 
G > 
a AS 
“o, I 
6 OY 
%» Network Connectio N 
Ag po Detected eno 





Vehicle Detected (Using Data Link Connector) Key Detected in Vehicle 


Welcome to Diagnosis 


Goal: full scope of diagnostic functionality 


Once the vehicle has connected and diagnosis has started. veticie identification and evaluation of he DTC memory 
will take place. Then the "Guided Fault Finding” and "Guided Funchons” wil be available for vehicle Gagnosis. If you 
would like to work without a warranty order. you algo have the option to use OBD 


BA Connection to the vehicle established 


NG Ignition switched on 
D Start diagnosis Closes ODIS 
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Notes 


age" AG ; Volkswagen A G doe 
NA = 


No 


SES Snes AAA 





Launching Guided Fault Finding (GFF) 


Before ODIS allows you to start GFF, the Data Link Connector (DLC) must be connected and key recognized 
in the vehicle. If the Scan Tool is not connected to the internet, it will not perform operations such as 
Software Version Management (SVM), GEKO, unlocking component protection or uploading diagnostic 
logs. 
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From the ODIS main screen, select the <Start diagnosis> hyper-link. 


å Connection to the vehicle established 


> Ignition switched on 
» Start diagnosis 
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A Vehicle, Identification window appears with the Vehicle Identification Number (VIN) already in place. 
The to of this window has Automatic or Manual Vehicle Identification selections. If you choose 
Automatic, CAREFULLY review the information that is a” Nal inserted to make sure the vehicle and 
equipment are identified correctly. 
$ 
> 
If, using Manual, use the drop down menus to identify the TA € 
vehicle identification menus. 


AN DE 


pe. This is very similar to ElsaWeb 


rinw 
ope 


When the vehicle identification is complete, make sure the <work with Guided Fault Finding> is checked 
Sand select <Apply>. If Guided Fault Finding is not selected, the diagnostic capabilities are severely 


O 
a 
> 


Rn 
Audi Qb USAICDN 20095 v 
2011 (B) x 
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Launching Guided Fault Finding 


After your Global User ID is entered, Vehicle 
Diagnosis starts. The screen changes and 
displays many tabs. The Orders tab is | 
automatically selected, however this tab is not BEE —— — 
yet used by our market. Select the <No order> | Standard order for working wth manwal order amber 


button at the bottom of the page to continue. 
Ik 

¿gen AG. Volkswagen AG doo. 

Not 


SN Les, 





3 
A 
D 
O 
O 


S 
O 
V 
& 
© — 
x a == eric mse [ove fro oe 
c = 
D 


© 
È 

= O 
S pa 

: 2 
t 
3 Selecting No Order automatically switches the upper tab from Orders to Control Modules and it begins 
c = z . = 
= to look for the control modules that are installed in the vehicle. 3 
a 

O 
Q 
3 


Vehicle Identification 


2 
O” 
È 
SG 
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Engine Control Module 1(— — —) 
Control Module 
Scanning Progress 


0357 TSG FA |) 


Door Electronics Driver Side (42 - Door Electronics, Drivers Side} (3K0S59793M 
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Control Module Sorting End Diagnostic Session 
Diagnostic Options Options (repair group, etc.) 
Control Module Display 
Options (installed, all 
available, etc.) 
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Launching Guided Fault Finding 














(Address Fat me mm OOOOOOOOOOOOOOOOOOOOOSOSOSOSýòë 
After all of the control modules have been \ I Parking Assistance 2110 Para Park Assistance  Parlang Ad) (KOMLGATBR. 0070. FARIMILFE 8 
identified, select the <OK> buttemön the Popupc ,,,.. 
å å S 
window. This starts the actual GFF process. “or 
SE 
SS gn 2 Engrs Cente låse I (0 ROTE 
oe 
o 
NO 
y ae O Tranemisgion Control Module (4F0097159H Goa 32 FSILSA) 
È 
g a2 O Deor Elacthödrads mer Side (42 - Door Electrónica Dirvérz Side] (EXOS597674 0657 TSGFA | 
È ln 0 Door Elecirórecs Passenger Side [EZ - Door Electroraos. Parserces Sidel (BES 702H 0557 TSGBF | e 
[Q L 
È 2. ODIS-21 
S, 3 
O 
O 
- à 
This upper tab switches to the Operation tab. | Cpsralion| | 
If the-vehicle is in Transport Mode, ODIS may Automatic transmission. general [ii 
= Q. 4 n | | 
give you the option to take the vehicle out of 
Transport Mode or continue with the GFF process Vee 
z l- Caminde wiihout changing hs ciment rarsporn moda configuration 
and lẹave the vehicle unchanged. | to Så 
= -> Deactivate transport modelacbvate daytme nnning kohts. 
o = ODIS-22 
È 5 
© S 
o 
E > 
E È 
o S 
© I 
If ODIS detects that there may be more than T Variant selection ee 
one variant of a control module, you may be OEL UM KH > 
» a » = 37. Navigation 
presented witlva Variant Selection screen. This 
screen asks you to specifically identify a syste AP ODIS-23 
on the vehicle, suchas what type of radio op 2 [aris sein 
climate control head. “©, sak C i 
9/08) goer? | Nangañon 
Old ‘ow E i 
ai = = 156 - Radio [MM] 2(3 
There are four steps to fill in this screen and 8. Rado [neudedin 1529 
continue: 
3 
1. Place your cursor in the blank Version box and 
click/select. An arrow appears on the right PUNAN 
side of the Version box. i 


2. Select the drop down arrow that appears in 
the Version box. Select the correct option for 
your vehicle. 


3. Click/select in the Control Module Box and the 
Set Variants button appears on the bottom of 
the screen. 


4. Selecting the <Set Variants> button allows you 
to continue with GFF. 
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Launching Guided Fault Finding 


After completing the Variant screens, the GFF 
test plan continues. There may be a couple of 
screens regarding warranty, diagnostic protocol 


and ElsaWeb. 


After passing these screens, the control modules 


are scanned. 


When the vehicle scan is complete, ODIS may 


direct you to the DISS tab. This tab is not used in 
the North American market. The following upper 
tabs will probably be the most useful for your 


next steps in GFF: 


Test Plan Tab: 


This tab can be selected to view the test plans 
loaded by GFF as a result of DTCs in the control... 


modules. 


Control Module Tab: 


This tab can be selected toview which control 
modules have DTCs. Control modules that have 
recorded DTCs are displayed in red. The number 
of DTCs are displayed ifthe Faults column. 


10 


iter enieag Gurded Fall Pino de dagar anna 
CAC ERICK Mus! inchs ie ORT eee arder Murias ed ee (VIN) Fro 


Thai 
Tha dlapeoatio connector 
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Status. Tests [sorted according to chances ot success) 
CJ Paa anak AN nig 





a, ODIS-28 


Farine Asustante 210 - Paralisi Parbitg Asuziance | Paror ded) (ROSTER OO PAREHMILFE 88 ] 


Enga Control Modda-1 401 - Ergo Elclronica JUDSINERDMAOTESIG COH 12 SIMDSS2] 
Traramsson Contrai Module (02 = Transmission Elecironezs (068 hpirone:)) (GROS27TESH 0003 OBS Sa FSIS) 


Door Electronics Drreer Side {42 - Door Elecirorice. Drivers fade] [BE0GSSTRRN 0667 TEGFA | 





| Canta Tr i 
maa 
Q ODIS-29 
È 
S 
Ss 
À 
Q 
O 
S 
D 
Ka 
go> 
O 
por | 
ene Software Version 1.0.5 





Control Module Tab Tips 


Control Modules Tab: 


When you select the Control Modules tab, 

the default screen shows the Control Module 
List. Notice that there are grayed-out control 
modules. These are control modules that may 
not be present on your vehicle, depending on fro 1 Paang sata 2 ID Parat Parti Astana | Posh Af (BROGTG4TER 0070 PARKHILFE BK) 
options. Note: If an installed control module is 
not communicating with the Gateway due to a 
fault, it appears grayed-out in the Control Module 
screens. 








Engna Gunite! Module 1 {DI - Engne Elecirorica (UDG ERDOTEZRIG 0004 3125140552) 


Tarama Contral Modus (02 = Transenesion Elessironecs (DEG høtrensej] (BRO 1165H NI N6632 PAISA] 


Select the <Display> button and Actual 
Installation displays. Selecting Actual 
Installation narrows the list to the control 
modules installed on your vehicle. 


Door Electronics Driver Sida (42 - Door Electronics. Covers Sade) (BROG69TESM 0657 TSGFA | 
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Actual installation || S" 
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Parang Aswstanoe 2 (10- Para Parang Asestarce / Panna Ad) [BT OG! GATER COTO PARKMI 


Engne Confol Module I (01 - Engre Electronics (1051) (2%09076589G 0004 5 2 SIMOSE 2 | 
Transmession Control Module [OG - Transmission Electronics (086 hptronic]) {8R0927158M 0003 086 32 FSIUSA) 


n AG. Volkswagen 4c do 2 Door Electronics Onver Side (42 - Door Electronics. Driver's Side) (SKOGE0799M 0687 TSGFA ) 
Es 





Door Electronics Passenger Side [62 - Door Electrorecs Passengars Sese) [BKO959792M 0357 TSGBF | 
XX È Door Electronics Rear Lett (62- Door electroracs lett rear} (BK0959795F 0657 TSGHL ) 
x Ve Door Electronics Rear Paght (72- Door electronics rigfit rear) (BK0969795F 0357 TSGHR |) 
Ry DI Brabes 1 108 - Brake Eloctroreca) (220907979 0100 ESPS quattro 
© Parti Brake (53 - Parang trak) (#NO907801M 0100 EPS Auo BS) 


Kay (065 - Acceut/Start Authonzaton Systern with Kanfess Eråry) [EV OGOTOGSTS 0431 


È 
X 
Select the <Sorting> button to sort the control £ 


ODIS-32 
modufes by address, fault or name. 


42 O Door Eloctranior Mirar Side 


Elantraniec Nrivar Side [42 - 
Address Ascending | © 


Fault Ascending 


Display... | 84 Sorting... Œ 2 ArCenamng(t AC com Wana ser) TIGDAS, OT È 
batian (15 -Anbag] (BROISOOEEF 0610 ArbagVW-ALITO) 













OO [| 


W 
È 
= 

£ 
nN 
O 
fu 
— 
O 
Q 
e 
yÌ 
O 
YN 
© 
o 
m 
3 
o 


G ODIS-33 Braben 1 [03 - Brake Electronics} (QR090737G6@ 0100 ESPS quart 
2 Camara System Roar Vier (6C - Rear View Camera System) [BR0G07441A 0040 JITZ Roarwew ) 
© Qeritrai Electnez (DG + Vetucie Elactnazi Systern] (BROGOTDASP 0747 BOM! 10 | 
E 3 Centra Mode Comtort System (48 » Comfort System Centrali Control Mode «fantitretft w )(BKOGOTONACS 0431 EC 
Q Dash Board 17 - instrument Chusser) (@R0920061G 0258 KOMBUNSTA | 
"o Deck Lid Coritrot Unit (6D - Rear Lid Electronics) (BR 08278618 0330 J605 Master ) 
Sa Door Electronics Driver Side (42 - Door Electronics, Driver's Sade) (BKOG597G3M 0657 TSGFA | 
L Door Electronics Passenger Side [52 - Door Elechonics Passangors Side) [SKOGE9T92M 0967 TSGBF | 


Sorting can also be performed using the 
Address, Fault and Name Columns headers 
above the control module list. 


6, ODIS-34 | 
Ur, N 
%» A NA 
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Control Module Tab Tips 


Choosing the lower <Networking Diagram> tab displays a “topology” view of the possible control modules 
on the vehicle. This screen may not represent the exact topology of the vehicle. Always refer to the Repair 
Information for the latest topology. 


> Control modules in a light black border are not identified due to options or communication DTCs 

> Control Modules surrounded by a bold black border are identified and have no DTC events in memory 

> Red colored control modules have one or more DTC events in memory 

> Control modules that are not communicating may appear as grayed-out - the same as control modules 
that are not installed 

> The status of a control module under the Control Modules tab is static and is not updated until the 
vehicle is re-scanned 


agen AG. Volkswagen Ag y The control module abbreviations are 
NEN Des, | 
IN °F 9, in German. 









Use the Address Word number, or 
select a control module to view the 
name in the lower portion of the 
screen. 









SWA 3C 


anas] pana] | nas 


GET 02 AKL 1B DIS 13 


THL 82 THR 72 


ee _—_ 
O 
å © C\agnosis | IN Display $2 Sortin> 
| ada | ) 
SS SSS 


Q IS ODIS-35 














SHA 5C 














Zoom In Zoom Out Moves Diagram Around 
When Zoomed In 


Removes Borders and 
Allows for Full-Screen 
Viewing 
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Viewing DTCs 


After launching GFF: 


+ Parking Assistance 2 (10 - Parallel Parking Assistance / Parking Aid) (8K0919476R 0070 PARKHILFESK 8K09194764 HOG) 
® Engine Control Module 1 (01 - Engme Electronics (UD3)) (8R0907559G 0004 52SIMOSE2 8F0S07559A HO?) 

+ Brakes I (03 - Brake Electronics] (8R0907379H 0100 ESPé quattro BROSOTSTSH HOG) 

@ Parking Brake (53 - Parlung brake) [8KO907801H 0100 EPBAud B8 #KO907801H H09) 


å Kassy [06 - Access]Start Authorization System with Keyass Entry] (8K0907064C5 0431 BCH220 SEDSDTORMOS HOG) 


n 


® Central Module Comfort System (46 - Comfort System Central Control Module w/arii-theftw.) (BK0907064CS 0431 BCM22.0 8K09070640 


= Dash Board (17 - Instrument Cluster) (BR0920981G 0258 KOMBIINSTR. 8R0920981G M13) 

@ Air Conditioning (08 - Air Conditioning, comfort, left hand steering) (ET18220045AK 0180 KLIMASZONEN 8T1820043A&K H08] 
@ Central Electnes (09 - Vehicle Electncal System) (8KOB07063P 0392 BCM11.0 8K0907063P H29) 

@ Gatoway (19- Data Bus On Board Diagnostic Interface wWMOST]) (8T0907468AE 0117 GW-BEM GCAN-M 5T0907465L HIO) 


3110356648 H49) 























å | 
Po 2 % ODIS-36 
x % 
Select the <DTC memory list> lower tab. %, 
È % 
© Z 
Q 2 
e 4 
o 3, 
© 
O 
O 
e 


= Parking Assistance 2 (10- Parallel Parking Assistance | Parking Aid) (8K0919476R 0070 PARKHILFESK 8KO919476A HG) 
a Engine Control Module 1 {01 - Engine Electronics [UDS]) (8R0907659G 0004 325/M0S82 EF09075594, HOT 
6536 P157900 Throttle valve control module -J338 Adaptation not initiated (00100000 passive/sporadic) 
6515 PI54500 Throttle valve contro! system Mälfunchon (90100000 passiwe/sporadic) 
w Brakes 1 [03 - Brake Electronics] (3R0907379H 0100 ESP6 quattro SROSOTSTSH HOG) 
@ Parking Brake (63 - Parking brake] (8K0907601H 0100 EPBAudiB3 38K0907801H H09) 
# Kessy (05 - Access/Start Autharization System with Keylass Entry) (AKO90706405 0431 BCM220 aKOSO7OR4CS HOS) 


= Central Module Confort System (46 - Comfort System Cart) Control Moduls wiarti-theft w.) (3K0907064C5 043] ECM? 2.0 SK0G070640 


@ Dash Board (17 - Instrument Cluster) (8R0920981G 0258 KOMBIINSTR. 8R0920981G H13) 
@ Air Conditioning (08- Air Conditioning, comfort, left hand steering) (ETIS20044K 0180 KLIMASZONEN ST1820048AK HOR) 


2 Central Electnes (09 - Veticle Elecincal System) (8K0907063P 0892 ECM] 10 8K0907063P H29) 
x n 
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Click on the “+” symbol to expand the control module information and show its DTC's. 
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AG. Volkswagen 
Notes oe AG dog 
N Yu, 
Ps 


| So, 


o 


D 


SC 





NG 
so 


= roe 
Launching Test Plans 


wage" AG. Volkswagen a G dog 
S 





Status | Tests [sorted according to chances of success 
= {T] Powertrain data bus, CAN wiring 





Perform test... | Documents | Select self test... 
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Perform Test 


Select a test plan (appears highlighted), then select the <Perform test> button in the lower left corner. 
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Notes 





NS Q 
SN l Iug, 
roe Y 
o la 
NÈ Q 
N O, 
& % 
NG &, 
Erasing DTCs a 
KS 2 
8 % 
È o. 
a: 
L Z 
e 4, 
.D S 


DTCs are automatically erased when exiting GFF. However, this procedure outlines how to erase DTCs 









O nga Q 
before exiting GFF. o 
= = 
5 a 
To erase DTCs, use any of the bottom tabs while the upper Control Modules tab is selected. 
a 8 
£ 9 
= OD 
n im O 
8 | Control modes |Orders | 015856 | Tesi pian | Operahon | Speoal Kunchors 
2 | + Parking Aasestance 2 (10 = Paralal Parling Astictance | Parting AIJ (BKM TOASA 0070 PARKHILFE SK BKOGISATSA HOR) 
@ È Eng Control Module 1 {01 - Engra Electronics |UDSJ (BROSOTESOG 0064 32 SIMOSS> BAT HOT) 
‘© 


è 56536 PIETOSO Throtiie vale control modide - 1333 Adaptabon not inftiatad (00100000 pasayawa] 


| ES FURS Throtite vafrs control sysisen Mañuanchon [007000009 passveksporade) 
3 Diagnosis =] Display y Sorin e Brakes | [09- Ernia Electronica) (ER0G07STOH 0100 ESPA quattro GROMITITEN Hog] 
è Parang Eraka (63- Panangbrako) [B0807801H 0100 EPB BEOGOTEONN HOJ) 
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S, ODIS-40 a Caria Module Comfort Sjelen (48 = Combort System Contral Control Modulo slartemett si 1 [ERDGSITOSACS Gal BCM220 SEATTLE 
4 q 
© = Dash Board [17 - Ingtuman? Gusten) (ROCONTG 0262 KOMBIINSTR BANG MIA) 
A, 
Ya g + Aa Gondihoring (06 - Ar Condtoning, combor, lañ hard ieem) (ET OMAA 0180 KLMASJD0HEN STIESOOLAK HO 
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Identity control module 


Select version | 

Check DTC memory 
Right click on ANY control module and a popup Read all DTC memories 
menu appears. Select <Vehicle OBD>. 


Guided Functions 





Ç [Vehicle OBD D 
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Complete DTC memory 
Select <Complete DTC memory>, then <Perform>. Transport mode 
Components list 
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Erasing DTCs 


This takes you to the <Results> tab. From this point on, it remains black instead of gray. In addition to erasing 
DTCs, the Results tab allows you to re-check the system to see if DTCs have been resolved. 





Address + | System 
a 19 Gateway (KWP2000 / TP20 / 8T0907468AE / 0117 / H10) 


+ Results 
Engine Control Module 1 


Transmission Control Module 





Brakes 1 (KWP2000 / TP20 / 8R0907379H / 0100 / H06) 


Comple 


Steering Angle Sender (No run time data available.) 
Perform 

Kessy 

Air Conditioning 

Central Electrics 

Parking Assistance 2 


Airbag 
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N 
N e 
gr 
You can now chose <Erase> and select toérase = 
either the Complete System or Individual. At the r 


time of this printing, either choice would erase 
ALL DTCs in all control modules. © 


Nor 


le TS 





¿cial purposes, IN Part Ori yy, 
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Note 
Be careful when erasing all DTCs when an airbag concern is present and not yet repaired. Erasing the 
DTCs allows the system to re-enable certain components that it may have deactivated because of the DTC. 
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Selecting Test Plans 


After launching GFF, select the <Test plan> tab. 
This tab displays the test plans that have been 
loaded by GFF. However, you can also attach | 
your own test plans. Saka. Tar Ltd Re chance UP 


OJ] Paran daa ban GAN sing) 
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Select <Select self tests from the lower tabs. 


a I 
Perform test... Select self test... 
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AG.Volkswagen 
yS wage gen AG does 
oo i 
S Oy} 
KO So 
À A 
o O 
1 | | 2 Q 
The Test Overview window will appear. This window allows you to search for test plans. KA 

KS 2, 
© 


Expand the folders to find the test plan you want. This is similar to the Function/Component Sélection 
area in VAS-PC. 2 


S 
o Zi 
D o 
OR a 
O U 
£ 9 
= o 


Powertrain (Repair Groups 10 - 39) | ' ® Heating and Air Conditioning (Repair Groups 01: 80 - 87) 


$ Suspension, Wheels, Brakes, Steering (Rep. Gr. 01: 40 - 49) | 5 Electrical equipment (Rep.Gr. 01: 27: 90-97) 
» Body (Rep.Gr. 01: 27: 50-97) | æ 01 - On Board Diagnostic (OBD) capable systems 
å Software Version Management (SVM) é 27 - Battery, Starter. Generator. Cruise control 
a Documents harness connectors 90 - Instruments 
è Vehicle information documents o 91 - Radio, Telephone, Navigation 


& Documents workshop equipment Œ 92 - Windshield wiper and washer system 


æ Service work 


# 94- Lights, Switches - Exterior 


® 96 - Lights, Switches - Interior, Anti-theft 


# 97 - Wiring, vehicle electrical system control module 
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Selecting Test Plans 


You can search for test plans by using the <search 
icon> (magnifying glass) at the bottom of the Test 
Overview window. 


A search window appears, allowing you to search 
for test plans using specific words. 


The results of your search appears in the lower 


part of the window. Scroll through the results to 
find the correct test plan. 


Attach to the test plan 





| 











7 ODIS-50 
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0 
o Object type _ Location 
3 Diagnostic object F-Brake Light Switch (RG. 94) 
S Diagnostic object  'Y49-Right Headlight Beam Adjusting Motor (RG.94) 
© 
E Diagnostic object M16-Left Back-Up Light (RG.94) 
® 
> 
© 
%, 
Ga 3 
2 SS ODIS-51 
“05 i wo? 
YO, S 
= D SNO 
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Selecting Test Plans 


When you select a test plan from the search 
feature, you are directed to that test plan in the 
Test Overview menu structure. This test plan can 
now be attached using the zAttach to test plans 
button. 


å 


+ 





- E45-Cruise Control Switch (RG .94) 

| F-Brake Light Switch (RG. 94) 

| Steering Angle Sensor -G85- 

| L131-Driver's Exterior Mirror Turn Signal Lamp (RG. 94) 

À L132-Front Passenger's Exterior Mirror Turn Signal Lamp (RG. 
- L36-Roof Indicator Light (Taxi) (RG. 94) 

Lastet Rear Fog Light (RG.94} 

! L47-Right Rear Fog Light (RG. 94) 


be M10-Right Brake Light (RG. 94) 


| “M16-Left Back-Up Light (RG .94) 


a 


When you return to the <Test plan> tab, you can see the new test plan that you have attached. Since this 


is a user-attached test plan, there issan icon of a person next to it. = 
a 
3 


D 


PC 


All user-based test plans can be removed using the <Remove> button at the bottom of the screen. ÖDIS- 


attached test plans cannot be removed. 






_ Status | Tests (sorted according to chances of success) 


+ = 





User-Loaded Icon 
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Remove Button 


(will become active if the user-loaded test plan is selected) 
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Notes 





GFF Test Plan Tips 


After you have selected a test plan to run, the upper tab changes to Operation. This test plan window 
displays the GFF test that is currently running. 


With this test program you can check the following component/system: Left Back.” 
Up Light M16. 


Required test equipment: 
I Mutti-meter (VAS 5051) 
lif necessary, VAG 1594/13 Clamp On Test Probes from VAG 1594 A Connector Test Kit 





Us, 
a 
O 
% 
o 
So 
® 
2, 
7. 
> G 
KJ<]> ì 
A ODIS-54 5 
Y © 
O 
$ © 
= O 
The test plan window is similar to the test plan window in VAS PC GFF. Any Documents or Connector = 


Views are available as buttons on the right side of the screen. The main difference is that the steps of i 
the test plan that have been already performed are listed in order on the left side of the page. This helps = 


you to understand what has been done:so far. 
O 
o 


The buttons on the center bottom of the test plan allow you to go back and review steps. At the time of 
this printing, you could not restart the test plan at an earlier step by doing this. The test plan could only y 


be continued at the farthest step of progress. 
O 





Na [ a | y à i 
= | The DTC memory of the Central contral module far comfort ayaten -1393- stores I 
| malfunction(s). 
- Press «Done» to continue with program 
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Test Plan Steps 
Already Performed 
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Notes 


sca purposes, in part Orin Who, 
N A 


*a DE 





Documents ee 
nagan : AG g 

> GE 

GFF contains Documents, which contain additional information about a particular system ar “operation. 


These documents may be as simple as a connector view or they could be more complex, such asthe 


NO 
complete outline of the test plan including expected system operation. KA 
= 2, 
© 
Documents are available in the test plans, but can also be accessed under the <Test plan> upper tab. % 


O 


| (sena a age SUECOS 5) 

5 m E) Powertrain data bus, CAN wining 

+= CJ9695-Tnotte Valve Contro Modul, led 

+ = 7588 Tivoli Valve Coto Modulo. canceed adaptahor 

-- Ba | 
= I Data bus. J255-Cimatronic Control Module = CAN Crimp pont 


Ferform test... || Documents || Select self test... “= (Jes50-multmedi Control Head buttons (RG 91) 
fr = A M16-Lett Back-Up Light (RG 94) 


urposes, in part Ori 
D n Whole ; 
Sh 
“Yo as 
#4! 10 ssaujga4109 uy OP? 
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D, = ODIS-56 
<Documents for the test plan> or <Documents ro pi 
test program> can be selected. Olan. Sa LAON 
Documents for the Test Plan: 
» Displays documents for ALL automatic and 
ODIS-58 


attached test plans 


Documents for the Test Program: 


» Displays documents for the highlighted test 


p lan : E258-ASRIESP Button 
å Component locahon 
# Tools 
3 M16-Left Back-Up Light (AG 94] 


® Funchon desonphon 


Depending on your choice, a list of documents 
may or may not appear. If the documents you 
are looking for does not appear, select the 
<Vehicle documents> button at the bottom left of 


the screen. 





JI. AM e. - 
ODIS-59 
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Documents 


Selecting the xVehicle documents” button brings up a folder list of all of the documents for the vehicle. 





IS. 


Expand the folders to view the documents. After you have located a document yo 


— 


the <Display döcument> button in the lower right corner of the window 
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rposes, in part or in Who, 
Q a 


@ Measuring equipment 
a) Pin assignment 

@ Function description 
#-Repar marwal 

@- Function test quide 
i Fuse assignment 


a ANd using qudebres 


è Documents workshop equipment 


& Component location 


= Tools 


> Serice wuk 


# Component location 


& Function description 
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want to view, select 
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Rear lights 

The following measuring value blocks of the Comfort System Central Control Module -J353- (address 44] are avallable: 
Measuring value block O28 

Display value 01 

Light request of electic central electric 

© à à à à à 

Bit 0 Lem rear parking light 


Bit è - Right rear parking lignt 


Bit å - Fog light 


Bit å - Tail light 
Bit 4 - Tail light inverted 
Bit 5 - Back-up tight 
NG Com mun akon 
Display value 02 

_ Rear lights outputs. 1 () 
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nagan AG. Volkswagen AG ag, 


ove" 
SO LT 
Documents KA 
2 x 
© Q 
N RA 


After electing <Documents>, you are now in the Info mode. To.return to any test plans or other 


diagnosis features, select the <Diagnosis> button under operating modes on the right side of the screen. 
© 


m the Diagnosis mode. 


Keep in mind that selecting <Documents> will cause you to exit fre! 
3 


-0 


The following measuring value blocks of the Comfort System Central Control Module -J393- (address 46) are available: 


Measuring value block 028 
Display value 01 
Light request of electric central esecine 


000000 


vo 
È 
= 
= 
LL 
O 
E 
O 
Q. 
= 
YN 
© 
(7) 
O 
oa 
3 Rear lights 
o 
© 
O 
© 
= 
® 
© 
% 
L 


Bit 0 - Left rear parking light 
Bit 1 . Right rear parking light 


Bit 2 - Fog light 





Bit 3 - Tail light 

Bit 4 - Tall light inverted 
Bit 5 - Back-up light 

no communication 
Display value 02 

Rear lights outputs 7 () 
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Note 
The Search function in the right side screen menu under <Extras> can be used to search through all of 
= ODIS, including <Documents>. 
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Notes 





Saving/Interrupting 


og 
I 
e 
wT 
oe 
o 
NO 
S 
È 
L 
È 
È 
® 
$ 
< 
2 
© 
È 
= 


“Expand the Data section by selecting the arrows 
“next to the work Data in the side menu area. 
eSelect the <Stop> button under Diagnostic 


2 Ipa E F ¿non 
A “Save As” window appears. This window 
already has the save location and filename in 
place. You can either accept these or change 


them. 


If the job is saved to the default location 
(pictured), that tester can be used to restart the 
job later. If the job is saved to a USB memory 
stick, that job can be restarted on any tester 
loaded with ODIS. 


After saving, a window may appear requesting 
you to either send a support inquiry or cancel. At 
this point, since you are saving the job for later, 
choose the <Cancel> option. 
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LØ Print 


Øy Send 
(=) Save 
Jp Print 
[EB Copy 


Øy Send ext. 


® Stop 


3 Download 


HE 


@ Erase 
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My Documents 











Please select an option. 
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Saving/Interrupting 


No 
SO Le, 
{© Q 
o le 
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Welcome to Diagnosis 


Goal ful scope of diagnostic functorusity 
DI Onco Te eotacie his correciód and degno hos started, veti identtscation and evaluation of Ta OTC memory 
WI n OW. ‘will tale place Then fhe “Gide? Fault Finding” ard Guided Finchora” ill'he available for vera agro Bycu 

would live No asar without a eararty orden, you BHO haere hak apan Bo use OED 








A 
% 
% 
vo 
Puta, ve 
To load a saved job, expand the Data tab in the oo, Sp 
side menu area, and select the <Next> button. “g 
The tester must be in communication with the 
original vehicle to load the saved job. If ODIS 


detects a different VIN, the test program is 
ended. 


(Lan | 





A window appears listing the saved jobs. Select 
the job you want to load, then select <Open>. 


My Documents 
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Saving/Interrupting 


The vehicle information and diagnosis log are now loaded. Any DTCs that have occurred since the test 
plan was saved do not appear until the vehicle is scanned again. 





Add... «+ | Fault i Name 


0 Engine Control Mo 
02 0 Transmission Control Module (02 - Transmission Electronics (0B6 tiptronic)) (8R0927158H 0003 0B6 32 FSIUSA) 
03 4 Brakes 1 (03 - Brake Electronics) (8R0907379H 0100 ESP8 quattro ) 
05 Kessy (05 - Access/Start Authorization System with Keyless Entry) (8K0907064CS 0431] BCM220 } 
eat Adjustment Passenger Sid 
Display Control Unit (— — —) 
Air Conditioning (08 - Air Conditioning. comfort, left hand steering) (8T1820043AK 0180 KLIMA 3 ZONEN) 


Central Electrics (09 - Vehicle Electrical System) (8K0907063P 0392 BCM11.0 ) 
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Notes 





Guided Functions 


To access Guided Functions, right click on a control module in any of the Control Module screens. This 
example shows the Control Modules tab, but the menu can also be accessed from the Network Topology 
screen by right clicking on a control module. 


Scroll down and select <Guided Functions>. 


Agen AG. Volkswagen AG PI 


ee ee nati, a I 
Lila) pers Ù chin al 





E 


[12 o Transmission Control Module (02 - Tranemissión Electronics (066 iptronic)) (8R0927158H 0003 086 32 FSIUSA] 


Da 4 Brakas 1 (03- Brake Flactronics) (BROSO0OT3T9H 0100 ESPE quatro ) 


1 
05 1 Kassy (05 - Access/Start Authonzation System with Keyass Entry) (8090706. M a ac LI re IT) a n t : 
08 2 Air Condittoning (08 - Air Condihoring, comfort, left hand steenng) (871820043 


på = Central Electrics [09- Vehicle Electrical System] [SK0S07063P 0392 BCM1 | ch a nitty Co ntral Fr] o q LJ | e 


10 I Parking Assistance 2 {10 - Paralled Parking Assistance | Parking Aid) (8K09194 
16 0 Airbag (16- Airbag) (SROSS96B6F 0610 AibagVWw-AUTO) Select version 
16 0 Steering Column Electronics (16 - Steering Wheel Electronics) {#K0963568F 


17 2 Dash Board (17 - Instrument Cluster) (8R0920981G 0253 KOMBIINSTR. | Check DTC Mentone 


19 5 Gateway (19 - Data Bus On Board Diagnostic Interface wMOST)] (870907463, 






Read all DTC memores . 


Guided Functions | 


Ne | osi 
Control module CBD 


Q 
=) 
(D 
O 
o 
3 
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2 
Vehicle OBD $ 
Ss 
Ka 
i’ 
N 


Sk ia ll A È pa 
6 - Divers Sade Seal Ad Ment (POs e 





[o bayan] 8 bn 
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A list of functions will appear. 





These functions are specific to this control 
module, and not all of the available Guided 
Functions are available for all control modules. 02 - Adaptation values, checking/adaptation drive (RG 37) 
02 - Checking DTC memory (RG.37) 

02 - Control module, coding (RG.S7) 

02 - Control module, replacing (RG.S7) 

02 - Erasing DTC memory (RG 37] 

02 - Identification services [RG.37) 

02 - Read Measuring values (RG.37) 


ODIS-70 
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Guided Functions 


Select the function you want, then select the 
<Perform> button. 


02 - Adaptation values, checking/adaptation drive [RG 37) 
02 - Checking DTC memory [RG 37) 

02 - Control module, coding [RG .37) 

02 - Control module, replacing (RG 37) 


02 - Erasing ETC memory (RG 37) 
02 - Ide (RG?) 
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n AG. Volkswagen 
eo “Me, 
That test plan automatically launches. N 
S 
E o, 
S %, 





> Complete/Continue 


S 
O ODIS-72 
% > 


In this test program the following steps will be performed: 
I Provide possible measuring values to select 

| Read selected measuring values from control module 

Test requirements: 

- Ignition switched on 

Required test equipment: 

I None 


- Press -Done- button to proceed. 





























Note 


If a test plan is selected using Guided Functions, it will not be added to the test plan list or the Guided 
DI Fault Finding diagnostic log. 
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. Volks 
le a meee dog. 
Of 
| a Yan. 
Control.Module OBD Ne 
S Co, 
o % 
© Co 
S di 


S ® 
To aécess <Control module OBD>, right click on a control módule in any of the control module screens. 
Th example shows the <Control module> tab, but the menu can also be accessed from the network 








topology screen by right clicking on a control module. vi 

y 

È 

= 
& 
ö | Name 
5 0 Transmission Control Module (02 - Transmission Electronics (0B6 tiptronic)) (8R0927158H 0003 OB6 32 FSIUSA) 
Q 
Cc ¡CERA IIA ee PA ee eee ee 


4 Brakes 1 (03 - Brake Electronics) (8R0907379H 0100 ESP8 quattro ) 
1 Kessy (05 - Access/Start Authorization System with Keyless Entry) (8K0907064C4 


Å 08 2 Air Conditioning (08 - Air Conditioning. comfort, left hand steering) (8T1820043AK) 


Y) 
® 
D 
O 
5 Identify control module — 
= 
= | 
S 09 3 Central Electrics (09 - Vehicle Electrical System) (8K0907063P 0392 BCM1 1.0 y | 
5 Select version 
€ 10 1 Parking Assistance 2 (10 - Parallel Parking Assistance / Parking Aid) (8K0919475F 
% 
O 
a 
© 
4 








15 0 Airbag (15 - Airbag) (8R0959655F 0610 AirbagVW-AU10) Check DIC memory 


16 0 Steering Column Electronics (16 - Steering Wheel Electronics) (8KO953568F 00 


Read all DTC memories 


17 2 Dash Board (17 - Instrument Cluster) (8R0920981G 0258 KOMBIINSTR. ) 








36 Seat Adiustment Driver Side (36 - Driver's Side Seat Adiustment) (8R0959760B- N 
ee Control module OBD | 





tl 








Display... 
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The <Control module OBD> functions are a list of 
functions that can be performed to that control 
module. This function is different from the 
previous OBD operation in VAS-PC. 


The OBD Functions menu appears. Depending 
on the control module, different functions may 


be available. DTC memory 


i Basic settin 
Me NO Pela ldentifeation // 


Measured values 
Perform || Cancel 


Output diagnostic test mode 
Access authorization 





ODIS-101 





Note 


A Measured Values option is displayed in the OBD functions menu, as shown above. This OBD Function 
Measured Values interface is difficult to use. Use the Measured Values function located under Guided 
Functions. 
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Control Module OBD 


The screen switches to the Results tab showing the control module part number, coding and software 
versions. 





| Software version | Workshop code 
0003 006335 


System identification i Parts number 
0B6 32 FSIUSA 8R0927158H 


Show complete identification Update 











Attribute | Value 
VwiAudi part number 8R0927158H 
Software version 0003 
Hardware part number 0B6927156 
Hardware version HOS 
ASAM/OD file identification EV_TCMAL651211 
ASAM/ODX file version 001012 
Coding 001012 
Z 5 ODIS-102 
E å 
Q È 
o, È 
O È 
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“O, QI 
© 
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Vehicle OBD 


To access Vehicle OBD, right click on a control module in any of the Control Module screens. This 
example shows the Control Modules tab, but the menu can also be accessed from the Network Topology 
screen by right clicking on a control module. 






02 0 
| NG 4 
05 
08 2 
09 3 
10 
15 0 
16 0 


| Fault 





_ Name 








Transmission Control Module {02 - Transmission Electronics (0B6 tiptronic)) (8R0927158H 0003 0B6 32 FSIUSA) 











Brakes 1 (03 - Brake Electronics) (8RO907379H 0100 ESP8 quattro ) 

Kessy (05 - Access/Start Authorization System with Keyless Entry) (8K0907064Cq 
Air Conditioning (08 - Air Conditioning. comfort, left hand steering) (8T1820043AK 
Central Electrics (09 - Vehicle Electrical System) (8KO907063P 0392 BCM1 1.0 
Parking Assistance 2 (10 - Parallel Parking Assistance / Parking Aid) (8K0919475F 
Airbag (15 - Airbag) (8R0959655F 0610 AirbagVW-AU10) 

Steering Column Electronics (16 - Steering Wheel Electronics) (8K0953568F 00 


Dash Board (17 - Instrument Cluster) (8R0920981G 0258 KOMBIINSTR. ) 


quil 




















> 
The Vehicle D functions are a list of functions 


that can beiperformed to all control modules in 
the vehicle: 


ISh 


3 


e 


A menù appears with three options. These three 
options are covered in the following pages. 
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Complete DTC memory 
Transport mode 
Components list 


= 
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Vehicle OBD 


The Vehicle OBD Complete DTC Memory option checks the DTC memory of the vehicle. This can be 
helpful to validate that the DTC has been eliminated after a repair. 


Indicates a DTC 
is Present in the 
System 







































Address + | System Alt le 
a 19 Gateway (KWP2000 / TP20 / 8T0907468AE / 0117 / H10) == | 
4 Results 
æ 01 Engine Control Module 1 (UDS / ISOTP / 8R0907559G / 0004 / H07 / EV_ECM32FS10218R0907559G 001004) 2 z 
02 Transmission Control Module (UDS /ISOTP / 8R0927158H / 0003 / H05 / EV_TCMAL651211 001012) e | 
æ 03 Brakes 1 (KWP2000 / TP20 / 8R0907379H / 0100 / H06) 
04 Steering Angle Sender (No run time data available.) 
æ 05 Kessy (KWP2000 / TP20 / 8K0907064CS / 0431 / HO5) 1 = s 
æ 08 Air Conditioning (KWP2000 / TP20 / 8T1820043AK / 0180 / H08) 2 
æ 09 Central Electrics (KWP2000 / TP20 / 8K0907063P / 0392 / H29) 3 






Parking Assistance 2 (KWP2000 / TP20 / 8K0919475R / 0070 / H06) 





Airbag (UDS /ISOTP / 8R0959655F / 0610 / H41 / EV_AirbaAU10SMEAU416 002004) 
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Control Module with DTCs 
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Vehicle OBD 


The Vehicle OBD Transport Mode option allows 
you to take the vehicle out of Transport Mode 


Mode). 


(and if necessary, put it back into Transport Status of transport mode switching 
N @ The transport mode has not been switched yet. 
PS 
ov 
wT 
Go 
9 
NO 
S | 
O 
O Switch transport mode off 





3 





urposes, in part or in Who, 
e 


Vehicle OBD Component List 


This option lists all control module part numbers and their communication protocol. 


‘© 
> 
© 
T 


E 











Address + 
a 19 





| System 
Gateway (KWP2000 / TP20 / 8T0907468AE / 0117 / H10) 


Results 


Engine Control Module 1 (UDS / ISOTP / 8R0907559G / 0004 / HO7 /EV ECM32FS10218R0907559G 001004) 
Transmission Control Module (UDS / ISOTP / 8R0927158H / 0003 / H05 / EV_TCMAL651211 001012) 
Brakes 1 (KWP2000 / TP20 / 8R0907379H / 0100 / H06) 

Steering Angle Sender (No run time data available.) 

Kessy (KWP2000 / TP20 / 8K0907064CS / 0431 / H05) 

Air Conditioning (KWP2000 / TP20 / 8T1820043AK / 0180 / HO8) 

Central Electrics (KWP2000 / TP20 / 8K0907063P / 0392 / H29) 

Parking Assistance 2 (KWP2000 / TP20 / 8K0919475R / 0070 / H06) 


Airbag (UDS /ISOTP / 8R0959655F / 0610 / H41 / EV AirbaAU10SMEAU416 002004) 


Communication Protocol Part Number 
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Notes 





Diagnostic Logs 


Diagnostic logs can be printed or saved in multiple formats. To begin the process, expand the <Data> 
section in the Side Menu Area. From here, you can select <Save> or <Print>. 
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The menu that appears after selecting either 
<Print> or <Save> provides three options. 
Choose your desired option and select <OK>. 
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Diagnostic Logs 


If saving to a file, select the correct destination and change the filename (if necessary). 
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Adaptations 


To start, review the test plans section to learn how to locate and load test plans. This section assumes 
you know how to load test plans and that the Adaptation test plan has already been loaded. 


With your test plan selected, select <Perform Test> in the lower left of the screen. This test plan is for 
adapting the heating time of the rear window. 


odules Rosi = [Ora ars | DISSI Mine at on Snoric 


@ M16-Left Back-Up Light (RG.94) 
@ 10- Parking Aid, Adapting Buzzer Volume 
& 14- Readapting control position (RG 40) 
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The test plan for running the fear window adaptation will load and run. Follow the test plan to perform 
the adaptation. o & 
“a È 








In this test program the control position will be re-adapted. 


The adaptation is necessary after the replacing the 
- Control module 

- Vehicle dampers 

- Level sensors. 


! 40 Ssaujo94j00 BuO}? 


Required auxiliary equipment: 
Tape measure, note pad. 


Adjusting guidelines 
Function description 
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Notes 





Measuring Value Blocks 


The quickest way to view Measuring Value Blocks for a control module is to right-click on that control 
module and select <Read Measured Values>. 











_Add.. | Fault. | Name 
02 0 Transmission Control Module (02 - Transmission Electronics (0B6 tiptronic)) (8R0927158H 0003 0B6 32 FSIUSA) 
03 4 Brakes 1 (03 - Brake Electronics) (8R0907379H 0100 ESP8 quattro ) 











05 1 Kessy (05 - Access/Start Authorization System with Keyless Erin laknanznsars Nå MM 
08 2 Air Conditioning (08 - Air Conditioning, comfort, left hand stee - 


09 3 Central Electrics (09 - Vehicle Electrical System) (8K0907063 













10 1 Parking Assistance 2 (10 - Parallel Parking Assistance / Parkil 02 - Adaptation values, checking adaptation drive (RG 37) 
15 0 Airbag (15 - Aîrbag) (8R0959655F 0610 Aibagvw-AU10) 02 - Checking DTC memory (RG.37) 

| | | . 602 - Control module, coding (RG.37) 
16 0 Steering Column Electronics (16 - Steering Wheel Electronics 


02 - Control module, replacing (RG.37) 
02 - Erasing DTC memory (RG 57) 
Stic STYICSS [H 

















Dash Board (17 - Instrument Cluster) (8R0920981G 0258 





















19 3 Gateway (19 - Data Bus On Board Diagnostic Interface wi 
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N AVON À does No ODIS-88 
I “Me, 
. KO å Sy 
The Measuring Value Block GFF test plan launches. Select <1> to continue. So, 
o Ka 
S % 
à o 
ed 
| » Complete/Continue o 
lrn). 


In this test program the following steps will be performed: 
| Provide possible measuring values to select 

| Read selected measuring values from control module 

Test requirements: 

- Ignition switched on 

Required test equipment: 

I None 


- Press -Done- button to proceed. 
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Measuring Value Blocks 


A window appears that lists all of the available measured values for that control module on the right. 
To load a control module for reading, select it and click on the right arrow or double-click. The selected 


measured value will move to the right side. Multiple measured values can be selected by holding down 
the Control (CTRL) key and clicking on additional values. 


2 DCMAS5AI Boia Emperattite 


OCMAS2648 Engine torque 
2 OCMAS28 ano DD 


2 OCMAS2651 specified engine torque at trans. intervention 





2 OCMAS3567 Voltage supply of regu 
2 OCMAS2 708 Interlock status 


SCMAS3566 Slippage of torque converter clutch 
2 OCMAS2 709 Status of brake signal 


2 OCMAS2710 Status of brake signal: 
2 OCMAS2711 Status of brake signal: 
2 OCMAS2712 Status of brake signal: 
2 OCMAS2716 Status vehicle conditic = 
2 OCMAS2717 Status vehicle conditic 
2 OCMAS2718 Status vehicle conditic 
2 OCMAS2719 Status vehicle conditic 
2 OCMAS2 720 Status vehicle CONdITIC 


=| [2] 
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S 
The selected measured values appear in a new window. The <Start update» button begins a cyclic 


update of the measured values. The <Description> button provides a description if asingle measured 
value is selected, ee <OK> button exits the Read Measured Values window. 





6d 
The Read Measured Va es window can be re 200, and each ofithe columns can also be resized to 
display more or less in ormation. po 
9094991, opens 


OCMAS 2648 En 
OCMASZO1S En... 
OCMAS2ZB51 spe... 
OCMAS3566 Slip... 





Start update || Description 


To the test pian | 
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Begins Updating 


Provides Description for 
Measured Values 


Attaches Measured 
Selected Value 


Select when Done to Exit 
Values to the Test Plan 
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Measuring Value Blocks 


After the Read Measured Values window has been closed, the GFF test plan displays a graph of the 
measured values that were read. 


At this point, the test plan can be exited, or more measured values can be read. 


To Read More Measured Values 
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Address Name Value Unit Target 
value 
2 (OCMAS2007 Coolant temperature 115 Pe | 


2 (OCMAS2648 Engine torque | | | 
2 [OCMAS2013 Engine RPM 787 (RPM | 


2 OCMAS2651 specified engine torque at 
trans. intervention 

2 OCMAS3566 Slippage of torque 
converter clutch 
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To Cancel Test Plan 
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Support 


If you are having difficulty with the ODIS application or the test plans, you can quickly and easily let the 
developers know about it so that it can be quickly Magen AG aen A ga, 
NO n 


© 
First, select <Support> on the right side men under Help. 
S 
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When the support window appears, type in your personal information and vehicle brand. 9 
Also, classify your concern. The priority can be left at “For information.” 3 
. . x a È a u N, " "1 
If you think it would be helpful, you can attach your diagnostic session, and the “Insert current view 
button can be used to place a screenshot into the support window. È 
% S 
When you are all done, select <Send> ånd your support informati ill be on its way,to helping to 
improve ODIS. > a? 
Mao O : 
Agp an 
199] OJ d ; ov yabe 


Test@mydealer.com 
555 555-1234 


Your Information 


AUDI 
Transmission Control Module (02 - Transmission Electronics (085 tiptroric)) (3R0927158H 0008 08832 FSIUSA) 
Brakes | (OS - Brake Electrorecs) (8R0907379H 0100 ESPS quattro ) Ko 

Kessy (05 - Access/Start Authorization System with Keytess Entry) (8K0907064CS 0431 BCM220 ) 3 

Ar Conditioning [08 - sur Condihoning. comfort. lett hand steenng) (8T182004SAK 0180 KLIMA 3 ZONEN) 

Central Electnes (09 - Velle Electnoal Systam) [8K0907063P 0392 BCMI 10 | a 

Parang Assistance 2 (10 - Parallel Parking Assistance | Parang Aid] [8KO919476R 0070 PARKHILFE SK) | us 

A Classifies 
Errors and 
Priority 


Airbag (15 - Arbag) (3R0959655F 0610 Arbagvw-AU10) 


Steenng Column Electronics (16 - Steering Wheel Electrorics) (GKOS5S563F 0014 Lenks Modu ) 
J 


Dash Board (17 - Instrument Chuster) (8R0920981G (0263 KOMBIINSTR 
Gateway (19 - Data Bus On Board Diagnoshe Intertace wIMOST) (ETOSOT4BBAE 0117 GW-BEM 5CAN-M| 


Attaches your 








Diagnostic 
a = 
Insert current view À ancel N Send Session 
Sass SSS — Information 
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Knowledge Assessment 


This Reference Guide does not have a knowledge assessment. It is designed to be used as reference, or 


in\eonjunction with the ODtS Service Workbook 910223. 


The ODIS Service Workbook 910223 has an assessment of its own 


that can be found at www.accessaudi.com. 


Please submit any questions or inquiries via the Academy CRC Online Support Form which is located 


under the “Support” tab or the “Contact Us” tab of the Academy CRC. 
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Cautions 4 Warnings 


Please read these WARNINGS and CAUTIONS:before proceeding with maintenance 
and repair work. You must answer that you have read and you understand these 
WARNINGS and CAUTIONS before you will be allowed to view this information. 


e If youdack the skills, tools and equipment, or a suitable workshop for any-procedure described in this manual, we 
suggest you leave such repairs to an authorized Volkswagen retailer or other qualified shop. We especially urge 
you-to consult an authorized Volkswagen retailer before beginning repairs on any vehicle that may still be covered 
wholly or in part by any of the extensive warranties issued by Volkswagen. 


e Disconnect the battery negative terminal (ground strap) whenever you work on the fuel system or the electrical 
system. Do not smoke or work near heaters or other fire hazards. Keep an approved fire extinguisher handy. 


e “Volkswagen is constantly improving its vehicles and sometimes these changes, both in parts and specifications, 
are made applicable to earlier models. Therefore, part numbers listed in this manual are for reference only. Always 
check with your authorized Volkswagen retailer parts department for the latest information. 


e Any time the battery has been disconnected on an automatic transmission vehicle, it will be necessary to 
reestablish Transmission Control Module (TCM) basic settings using the VAG 1551 Scan Tool (ST). 


e Neverwork under a lifted vehicle unless it is solidly supported on standssdesigned for the purpose. Do not support 
a vehicle.on cinder blocks, hollow tiles or other props that may crumble under continuous load. Never work under a 
vehicle that.is supported solely by a jack. Never work under the vehicle while the engine is running. 

Fès 

e For vehicles equipped with an anti-theft radic “be sure of the correct radio activation code before disconnecting the 
battery or removing'the radio. If the wrong Code is entered when the power is restored, the radio may lock up and 
become inoperable, evenvif,the correct codé 1S used,in\a later attempt. 


e If you are going to work under a vehicle on the ground, make sure that the ground is level. Block the wheels to 
keep the vehicle from rolling. Disconnect the battery negative terminal (ground strap) to prevent others from 
starting the vehicle while you are under it. 


e Do not attempt to work on your vehicle if you do not feel well. You increase the danger of injury to yourself and 
others if you are tired, upset or have taken medicine or any other substances that may impair you or keep you from 
being fully alert. 


e Never run the engine unless the work area is well ventilated. Carbon monoxide (CO) kills. 


e Always observe good workshop practices. Wear goggles when you operate machine tools or work with acid. Wear 
goggles, gloves and other protective clothing whenever the job requires working with harmful substances. 


e Tie long hair behind your head. Do not wear a necktie, a scarf, loose clothing, or a necklace when you work near 
machine tools or running engines. If your hair, clothing, or jewelry were to get caught in the machinery, severe 
injury could result. 


e Do not re-use any fasteners that are worn or deformed in normal use. Some fasteners are designed to be used 
only once and are unreliable and may fail if used a second time. This includes, but is not limited to, nuts, bolts, 
washers, circlips and cotter pins. Always follow the recommendations in this manual - replace these fasteners with 
new parts where indicated, and any other time it is deemed necessary by inspection. 
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Cautions 4 Warnings 


e Illuminate the work area adequately but safely. Use a portable safety light for working inside or under the vehicle. 
Make sure the bulb is enclosed by a wire cage. The hot filament of an accidentally broken bulb can ignite spilled 
fuel or oil. 


e Friction materials such as brake pads and clutch discs may contain asbestos fibers. Do not create dust by 
grinding, sanding, or by cleaning with compressed air. Avoid breathing asbestos fibers and asbestos dust. 
Breathing asbestos can cause serious diseases such as asbestosis or cancer, and may result in death. 


e Finger rings should be removed so that they cannot cause electrical shorts, get caught in running machinery, or be 
crushed by heavy parts, 


e Before starting a job, make certain that you have all the necessary tools and parts on hand. Read all the 
instructions thoroughly: do not attempt shortcuts. Use tools’that are appropriate to the work and use only 
replacement parts meeting Volkswagen specifications. Makeshift tools, parts and procedures will not make good 
repairs. 


e Catch draining fuel, oil or brake fluid in suitable containers. Do not use empty food or beverage containers that 
might mislead someone into drinking from them. Store flammable fluids away from fire hazards. Wipe up spills at 
once, but do not store the oily rags, which can ignite and burn spontaneously. 


e Use pneumatic and electric tools only to loosen threaded parts and fasteners. Never use these tools to tighten 
fasteners, especially on light alloy parts. Always use a torque wrench to tighten fasteners to the tightening torque 
listed. 


e Keep sparks, lighted matches, and open flame away from the top of the battery. If escaping hydrogen gas is 
ignited, it will ignite gas trapped in the cells and cause the battery to explode. 


e Be mindful of the environment and ecology. Before you drain the crankcase, find out the proper way to dispose of 
the oil. Do not pour oil onto the ground, down a drain, or into a stream, pond, or lake. Consult local ordinances that 
govern the disposal of wastes. 


e The air-conditioning (A/C) system is filled with a chemical refrigerant that is hazardous. The A/C system should be 
serviced only by trained automotive service technicians using approved refrigerant recovery/recycling equipment, 
trained in related safety precautions, and familiar with regulations governing the discharging and disposal of 
automotive chemical refrigerants. Pali. 


a + 


e Before doing añy electrical welding on'vehicles equipped with anti-lock brakes (ABS), disconnect the battery 
negative terminal (ground strap) and the ABS,control module connector. 


e Do not expose any part of the A/C system to high temperatures such as open flame. Excessive heat will increase 
system pressure and may cause the system to burst. 


e When boost-charging the battery, first remove the fuses for the Engine Control Module (ECM), the Transmission 
Control Module (TCM), the ABS control module, and the trip computer. In cases where one or more of these 
components is not separately fused, disconnect the control module connector(s). 


e Some of the vehicles covered by this manual are equipped with a supplemental restraint system (SRS), that 
automatically deploys an airbag in the event of a frontal impact. The airbag is operated by an explosive device. 
Handled improperly or without adequate safeguards, it can be accidentally activated and cause serious personal 
injury. To guard against personal injury or airbag system failure, only trained Volkswagen Service technicians 
should test, disassemble or service the airbag system. 
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Cautions 4 Warnings 


Do not quick-charge the battery (for boost starting) for longer than one minute, and do not exceed 16.5 volts at the 
battery with the boosting cables attached. Wait at least one minute before boosting the battery a second time. 


Never use a test light to conduct electrical tests of the airbag system. The system must only be tested by trained 
Volkswagen Service technicians using the VAG 1551 Scan Tool (ST) or an approved equivalent. The airbag unit 
must never be electrically tested while it is not installed in the vehicle. 


Some aerosol tire inflators are highly flammable. Be extremely cautious when repairing a tire that may have been 
inflated using an aerosol tire inflator. Keep sparks, open flame or other sources of ignition away from the tire repair 
area. Inflate and deflate the tire at least four times before breaking the bead from the rim. Completely remove the 
tire from the rim before attempting any repair. 


e When driving or riding in an airbag-equipped vehicle, never hold test equipment in your hands or lap while the 
vehicle is in motion. Objects between you and the airbag can increase the risk of injury in an accident. 


I have read and I understand these Cautions and Warnings. 
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